
Designed for continuous slip service,
these units can absorb and dissipate the
thermal loads found in severe applications.

Airflex
Airflex® WCB2 & WCBD Brakes





• Based upon a 70°F (21°C) fresh water inlet 
temperature and a 50°F (28°C) temperature 
rise between inlet and outlet. See cooling 
requirements.

English lb-in @ 80 psi HP GPM in3

108WCB 146455 146415 415313 5700 2900 2700 30 3 6.7E-02 0 3 20 2 11 2 10

208WCB 146456 146416 415314 11400 5900 5400 60 6 1.7E-0212 0 7 24 4 12 3 11

308WCB 146457 146417 416457 17100 8900 8100 90 9 7.4E-02 0 10 27 5 14 5 13

114WCB 146458 146418 415454 21500 16000 5400 60 6 2.4E-02 0 13 64 10 48 3 16

214WCB 146459 146419 415302 43000 32100 10800 120 12 6.0E-03 0 27 77 20 58 7 19

314WCB 146460 146420 416303 64500 48200 16300 180 18 2.6E-03 0 40 90 30 68 10 23

118WCB 146461 146421 302813 48800 36400 12300 120 12 1.9E-02 1.9E-01 17 124 13 93 4 31

218WCB 146462 146422 302907 97600 72900 24600 240 24 4.7E-03 9.5E-02 34 141 26 105 9 36

318WCB 146463 146423 413208 146400 109400 37000 360 36 2.1E-03 6.3E-02 51 158 38 118 13 40

418WCB 146464 146424 141111 195200 145800 49300 480 48 1.2E-03 4.8E-02 68 175 51 131 17 44

124WCB 146465 146425 411672 100000 72000 27000 270 27 4.3E-03 1.2E-01 31 204 23 148 9 56

224WCB 146466 146426 410970 20000 145000 54000 540 54 1.1E-03 6.1E-02 62 235 45 170 17 64

324WCB 146467 146427 412433 300000 217000 82000 810 81 4.8E-04 4.1E-02 93 266 68 193 26 73

424WCB 146468 146428 413195 400000 290000 109000 1080 108 2.7E-04 3.0E-02 124 297 90 215 34 82

136WCB 146469 146429 416538 295000 223000 71000 650 65 1.2E-03 8.9E-02 98 441 74 334 24 107

236WCB 146470 146430 416536 590000 446000 143000 1300 130 2.8E-04 5.8E-02 196 539 148 408 47 131

336WCB 146471 146413 416535 885000 670000 214000 1950 195 1.2E-04 3.9E-02 294 637 223 482 71 154

436WCB 146472 146431 416537 1180000 893000 286000 2600 260 6.9E-05 2.9E-02 392 734 297 556 95 178

148WCB 146473 146432 416794 686000 508000 178000 1300 130 1.1E-03 4.6E-02 221 574 163 425 57 149

248WCB 146474 146433 416795 1372000 1016000 356000 2600 260 2.3E-04 3.6E-02 441 795 327 589 115 206

348WCB 146475 146434 416688 2058000 1524000 534000 3900 390 1.0E-04 2.4E-02 662 1016 490 752 172 264

448WCB 146476 146435 416797 2744000 2032000 712000 5200 520 5.6E-05 1.8E-02 883 1236 654 915 229 321
Part Number Gear Torque Rating Mr New Worn New Worn New Worn

WCB2 WCBD Part Single Piston or Dual Piston Pressure Drop Engaging Volume
Size Single Dual Number both Pistons Large Small Thermal Water              Coefficient Single Piston or both Dual Piston

Piston Piston Together Piston Only Piston Only Rating Flow
C1 C2

Pistons Together Large Piston Only             Small Piston Only
New Worn New Worn New Worn

108WCB 146455 146415 415313 644 328 305 22,4 11,4 3,2E-04 0 0,05 0,33 0,03 0,18 0,03 0,16

208WCB 146456 146416 415314 1288 667 610 44,7 22,7 8,2E-05 0 0,11 0,39 0,07 0,20 0,05 0,18

308WCB 146457 146417 416457 1932 1006 915 67,2 34,2 7,4E-03 0 0,16 0,44 0,08 0,23 0,08 0,21

114WCB 146458 146418 415454 2429 1808 610 44,7 22,7 1,2E-04 0 0,21 1,05 0,16 0,79 0,05 0,26

214WCB 146459 146419 41530 4858 3627 1220 89,5 45,4 2,9E-05 0 0,44 1,26 0,33 0,95 0,11 0,31

314WCB 146460 146420 416303 7288 5446 1842 134,4 68,4 2,6E-03 0 0,66 1,48 0,49 1,11 0,16 0,38

118WCB 146461 146421 302813 5514 4113 1390 89,5 45,4 9.1E-05 3.5E-03 0,28 2,03 0,21 1,52 0,07 0,51

218WCB 146462 146422 302907 11027 8237 2779 179,0 90,9 2,3E-05 1,7E-03 0,56 2,31 0,43 1,72 0,15 0,59

318WCB 146463 146423 413208 16541 12361 4180 268 136 1,0E-05 1,2E-03 0,84 2,59 0,62 1,93 0,21 0,66

418WCB 146464 146424 414111 22055 16473 5570 358 182 5,7E-06 8,7E-04 1,11 2,87 0,84 2,15 0,28 0,72

124WCB 146465 146425 411672 11298 8135 3051 201,3 102,2 2,1E-05 2,2E-03 0,51 3,34 0,38 2,43 0,15 0,92

224WCB 146466 146426 410970 22597 16383 6101 402,7 204,4 5,2E-06 1,1E-03 1,02 3,85 0,74 2,79 0,28 1,05

324WCB 146467 146427 412433 33895 24518 9265 604 307 2,3E-06 7,4E-04 1,52 4,36 1,11 3,16 0,43 1,20

424WCB 146468 146428 413195 45194 32766 12315 805 409 1,3E-06 5,6E-04 2,03 4,87 1,48 3,52 0,56 1,34

136WCB 146469 146429 416538 33331 25196 8022 484,7 246,1 5,7E-06 1,6E-03 1,61 7,23 1,21 5,47 0,39 1,75

236WCB 146470 146430 416536 66661 50391 16157 969,4 492,1 1,3E-06 1,1E-03 3,21 8,83 2,43 6,69 0,77 2,15

336WCB 146471 146413 416535 99992 75700 24179 1454 738 5,9E-07 7,1E-04 4,82 10,44 3,657 7,90 1,16 2,52

436WCB 146472 146431 416537 133322 100895 32314 1939 984 3,3E-07 5,3E-04 6,42 12,03 4,87 9,11 1,56 2,92

148WCB 146473 146432 416794 77508 57396 20111 696 4921 5,2E-06 8,4E-04 3,62 9,41 2,67 6,97 0,93 2,44

248WCB 146474 146433 416795 155015 114793 40223 1939 9840 1,1E-06 6,5E-04 7,23 13,03 5,36 9,65 1,88 3.38

348WCB 146475 146434 416688 232523 172189 60334 2908 14763 4,8E-07 4,4E-04 10,85 16,65 8,03 12,33 2,82 4,33

448WCB 146476 146435 416797 310030 229585 80445 3878 19684 2,7E-05 3,3E-03 14,47 20,26 10,72 15,00 3,75 5,26

SI Nm @ 5,5 bar kW dm3/min dm3
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WCB2 & WCBD Elements–– Technical Data

Notes:
• Basic part number only.  Order gear separately.  

• Exact torque rating is dependent upon applied 
pressure. Maximum allowable pressure is 150 
psi (10,3 bar).
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• To insure proper cooling, inlet port 
must be located at the six o’clock position. 
Maximum allowable inlet pressure is 45 psi 
(3,1 bar), 40 psi (2,7 bar) for 36WCB only. 
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WCB2 & WCBD Elements–– Technical Data
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English rpm lb in lb·ft2 in3

108WCB 2150 3400 61 19 3.17 2.05 9 0.8 12 10

208WCB 2150 3400 82 39 4.44 3.38 12 1.5 24 20

308WCB 2150 3400 120 59 5.55 4.55 15 2.33 36 30

114WCB 1260 2100 217 48 3.69 2.42 64 6.4 40 29

214WCB 1260 2100 284 86 5.26 3.83 83 12.6 75 58

314WCB 1260 2100 366 141 6.95 5.23 102 19.5 120 87

118WCB 955 1600 284 91 4.0 2.6 170 20 65 54

218WCB 955 1600 383 189 5.5 4.2 220 40 125 108

318WCB 955 1600 380 272 7.4 6.2 270 60 185 162

418WCB 955 1600 665 383 10 7.6 320 80 245 216

124WCB 715 1200 445 208 5.2 3.3 622 78 160 126

224WCB 715 1200 770 439 7.6 5.7 822 158 320 252

324WCB 715 1200 424 676 10 8 1022 238 480 378

424WCB 715 1200 413 887 12.4 10.1 1222 318 640 504

136WCB 475 700 2650 470 6.9 4.3 4922 324 600 337

236WCB 475 700 3250 855 9.5 6.8 6323 667 1135 673

336WCB 475 700 4350 1240 12.11 9.2 7724 1010 1670 1009

436WCB 475 700 5300 1655 14.67 11.8 9125 1353 2205 1345

148WCB 715 1200 3694 796 7.86 4.46 12024 1463 700 273

248WCB 715 1200 5035 1592 10.69 7.31 16205 2958 1400 546

348WCB 715 1200 6378 2383 13.53 10.11 20398 4434 2100 818

448WCB 715 1200 7719 3186 16.37 12.95 24583 5916 2800 1091

Size
Maximum Maximum

Weight Center  of Gravity Wk2
Water Lining

Slip Freewheeling Housing Disc & Gear Housing Disc & Gear Housing Disc & Gear Volume Wear

Speed Speed Mass Center of Gravity J
Volume

108WCB 2150 3400 28 9 81 52 0,38 0,3 0,2 0,2

208WCB 2150 3400 37 17 113 86 0,51 0,6 0,4 0,3

308WCB 2150 3400 54 27 141 116 0,64 0,04 0,6 0,4

114WCB 1260 2100 98 22 94 61 2,70 0,27 0,7 0,5

214WCB 1260 2100 129 39 134 97 3,50 0,53 1,2 1,0

314WCB 1260 2100 166 64 177 133 4,30 0,82 2,0 1,5

118WCB 955 1600 129 41 102 66 7,16 0,84 1,1 0,9

218WCB 955 1600 174 86 140 107 9,27 1,69 2,1 1,8

318WCB 955 1600 172 123 188 157 11,38 2,53 3,0 2,7

418WCB 955 1600 302 174 254 193 13,48 3,37 4,0 3,5

124WCB 715 1200 202 94 132 84 26,21 3,29 2,6 2,1

224WCB 715 1200 349 199 193 145 34,64 6,66 5,3 4,1

324WCB 715 1200 192 307 254 203 43,07 10,03 7,9 6,2

424WCB 715 1200 187 402 315 257 51,50 13,40 10,5 8,3

136WCB 475 700 1202 213 109 2,2 207,41 13,65 9,9 5,5

236WCB 475 700 1474 388 241 173 266,45 28,11 18,6 11,1

336WCB 475 700 1973 562 308 234 325,49 42,56 27,4 16,6

436WCB 475 700 2404 751 373 300 384,53 57,02 36,2 22,1

148WCB 715 1200 1676 361 200 113 506,70 61,65 11,5 4,5

248WCB 715 1200 2284 722 272 186 682,89 124,65 22,9 8,9

348WCB 715 1200 2893 1081 344 257 859,59 186,85 34,4 13,4

448WCB 715 1200 3501 1445 416 329 1035,95 249,31 45,9 17,9

SI rpm kg mm kg·m2 dm3
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Notes:
• Based upon a continuous slip velocity of 4500 

fpm (22,9 mps).  

• Maximum freewheeling velocity is 7500 fpm (38,1 mps).

• Located from mounting flange surface.

• Absolute volume of cylinder at contact with new 
and worn friction discs.

• Pressure drop coefficient based on maximum 
pressure drop across brake.
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